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In the Claims: 

Pieaee cane*, c W ms 1 to 5. 8. 14 and IS wHhou. prejudice and amend Cairns 6, 
7 and 16 to 21: 



Claims 1 to S.(canceled) 

6 (currendy amended) Tha cooR top as denned in Cain, 19115]). wherein t. 
inorganic ename, pain, is provided .or era scraan pnndng ,n ft. fonn of a pigment 
po»der and a redo o. .ha pigman. powder to acraan pdndng madium dudng the 
screen printing amourrte to from 0.4 to 2.0. 

7 (current amandad, Tha cooK top as defined in claim ]V1 wnerein said 
inorganic pfcmen. in sa* undent. comprises a mfctore o, dtferen. coiored 
pigments. 

Claims 8 to 15.(canceled) 

16 (currently amended) A^ookm£PiDeniina 

„ai^^ 



special 



glass: and 



2 
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JlUCjl r^»- ■ ipdglSQat fig *" ""der side of the glass ce rgmjcor^ss 
p ^ al ^ iR.n 6 rm^. 0 ..nH^^t conrrtinn of i hPat-rPsistant inomanic 
enamel paint 

IUuluuUl l.innnriinrlT-fPMl wherein said inorganic enamel paint 

comprises from 80 to 95 percent by weight of said inorganic pigment and from 5 
to 20 percent by weight of said glass flux^and 

]rifnrrrin M u gjgss flux SQJDBdaSS " nlass with a thermal expansion 

rnafficient le ^than or equal to 4*1 0 -6 tC 1 . 

17. (currently amended) The cook top as defined in claim Iffliqj. having a 
bending strength of at least 1 1 0 Mpa and an impact resistance of greater than 
0.5 Nm. 

1 8. (current.y amended) The cook top as defined in claim MM m. wherein said 
lead-free glass flux comprises a lead-free borosilicate glass. 

1 9 . (currently amended) The cook top as defined in claim 16[H 00. wherein said 
undercoat is applied to said underside by screen printing and burning in. 

20. (current.y amended) The cook top as defined in Cairn 16H15U, wherein said 
undercoat on said underside is a color-imparting decoration. 
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underside of the glass ceramic or glass 



21 .{currently amended) Amok top comprising 

g tr ^ r m m r^rigss glass —™>r or glass panel providing a cooking 
surj^fi sjjd ce r^ ™ glass n»n«. beinn mnn> from pre-stressed special 

glass: and 

3 n iR-pnimfiable undercoat on an. 
gajd iR-nerr r-"* undercoat consisting of a heat-resistant inorganic 

en amel paint: and 

■ nrh - ni „ m ^r ^nir ^mel naint comprises from 70 to 95 percent by 
...^h, inn^nic pj gmenj and from 5 to 30 parent hy weight of lead-free glass 

flux: 

wnrMn ^ q lg . e ff „v menses a gjagj with a thermal expansio n 
mftfficient than or eg"*' **l n ' 6 K -1 : and 

Ihu luuIlUji'-' 1 ' rlrfinnd in rtnim [[15,]] wherein said lead-free glass flux has a 
composition, in percent by weight based on oxide content, consisting of: 



Al 2 0 3 


3-20 | 


BaO 


0-4 


B 2 0 3 


15-27 


CaO 


0-4 


F 


0 - 3. in exchange 
for oxyoen 


K 2 0 


<2 


LfcO 


0-6 


MgO 


0-4 I 


Na 2 0 


0-5 


|Si0 2 


43 -65 
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Sb 2 0 3 


0-2 


SrO 


0-4 




0-3 


ZnO 


0-4 


Zx0 2 


[0-4 



5 
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